
Technical data Steam Peeler 

Steam Peeler Model DANA-200 DANA-300 DANA-400 DANA-600 DANA-750 DANA-1000 DANA-1250

        

Vessel volume 200 l 300 l 400 l 600 l 750 l 1000 l 1250 l

Filling volume hard fruits 140 l 210 l 280 l 400 l 500 l   600 l   875 l

Filling weight approx.
100 kg                          

with potatoes

140 kg                          

with potatoes

210 kg                          

with potatoes

300 kg                          

with potatoes

380 kg                          

with potatoes

420 kg                          

with potatoes

570 kg                          

with potatoes

Filling opening NW 300 mm 300 mm 400 mm 400 mm 400 mm 400 mm 400 mm

Peeling capacity approx.
3,5 t/h (based on 

potatoes)

4,6 - 5 t/h (based 

on potatoes)

6 - 7 t/h (based on 

potatoes)

9 - 10 t/h (based 

on potatoes)

9 - 12 t/h (based 

on potatoes)

12 - 16 t/h (based on 

potatoes)

15 - 22 t/h (based 

on potatoes)

Steam consumption 300 kg/h 400 kg/h 550 kg/h 750 kg/h 900 kg/h 1200 kg/h 1500 kg/h

Max. steam pressure 15 bar 15 bar 15 bar 15 bar 15 bar 15 bar 15 bar

Steam connection I NW 50 40 40 50 50 65 65

Steam connection II NW 65 65 65 65 80 80

Steam outlet NW 80 80 100 125 125 150 150

Power 1.5 kw 1.5 kw 1.5 kw 2.2 kw 2.2 kw 2.2 kw 2,2 kw

Water consumption 0,8 m3/h at 5 bar 0,8 m3/h at 5 bar 1 m3/h at 5 bar 1 m3/h at 5 bar 1 m3/h at 5 bar 1 - 1,2 m3/h at 5 bar 1-1.2 m3/h at 5 bar

Air consumption 25 l/min. at 8 bar 30 l/min. at 8 bar 40 l/min. at 8 bar 40 l/min. at 8 bar 40 l/min. at 8 bar 60-70 l/min. at 8 bar 60-70 l/min. at 8 bar

Examples

DANA 300-1 large          DANA 400-1 large DANA air distribution


